
The best just got better. 
Demi™ Plus, powered by Demetron™ Technology, is the next generation in premium curing lights. It combines 

sophisticated engineering with innovative design advancements that enhance performance and deliver 

consistent cures while allowing you to focus on what’s truly important—your practice.

LED Light Curing System

Restoratives

Demi™Plus
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Consistent output of 
Periodic Level Shifting (PLS) 
delivers a true 5-second 
cure for com

posite shades 
A3 and lighter.

Fan-free for quiet operation 
and im

proved cooling system
 

that allow
s the unit to 

continue to feel cool to the 
touch for the clinician, and 
com

fortable for the patient. 

The lithium
-ion battery 

technology can yield 300
 

10-second cures w
ith a 

single charge.

M
ultiple holding options  

can reduce hand and arm
 

stress.

True 5-second cure
Im

proved cooling 
system

Advanced battery 
technology

Lightw
eight,  

ergonom
ic design
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24-hour testing conducted by Kerr R&
D

. D
ata available upon request.

PLS Technology
D

em
i Plus em

ploys the pow
er 

of P
eriodic Level Shifting, (PLS), 

shifting output intensity from
 1,10

0
 

m
W

/cm
2 to a peak of 1,330

 m
W

/

cm
2 m

ultiple tim
es throughout the 

curing cycle w
ith a w

avelength of 

4
50

 nm
 to 470

 nm
. PLS drives cool, 

continuous high output for a true 

5-second cure w
ithout generating 

excess heat.

D
urability 

The exterior of D
em

i Plus is com
prised of Valox, a 

high-perform
ance therm

oplastic polyester resin 

that has been tested in the consum
er w

orld and 

offers m
ultiple advantages. D

erived from
 85%

 

post-consum
er plastic w

aste, the lightw
eight yet 

highly durable m
aterial is chem

ically resistant, 

im
pact resistant, and w

ithstands tem
perature 

extrem
es. The sophisticated engineering of the 

Valox resin exterior and provides protection for 

your unit, giving you confidence in your procedures 

for years to com
e. 

Advanced Battery D
esign 

The positive contact charger 

guarantees a snug fit betw
een the 

contacts on the handpiece and the 

charger base, and fully coated contacts 

prevent corrosion over tim
e—

ensuring a 

proper charge w
ith every procedure. 

Longer W
arranty 

O
ur three-year w

arranty ensures you get the m
ost value out of your prem

ium
 investm

ent.

Extended Light G
uide  

+ 28%
 longer reach

The 8 m
m

 Extended Turbo Light G
uide 

enables im
proved access for posterior 

procedures.
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Bulk Fill Products
* 

Pulsing Pow
er of PLS

Source: N
ova Southeastern U

niversity. D
ata available upon request.
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*Follow
ing M

anufacture recom
m

ended curing condition.
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Demetron Light Guide

Light guides are compatible with most Demetron Light 
Curing Systems, including Demi, LED II, and OptiLux 501.

21020 | 8 mm | Curved Turbo
Increases efficiency of light output and reduces overall  
curing time.

952213 | 8 mm  | Curved Turbo+ 
Increases efficiency of light output and reduces overall curing time.

921551 | 11 mm | Curved Turbo
Increases efficiency of light output and reduces overall 
curing time.

921676 | 4 mm | Curved Turbo
For preventing overlapping on the gingiva  in Class V.

921746 | 8 mm  | Extended Turbo+ 
Extended length improves access to the posterior.  

910860-1   Demi Plus LED Light Curing System (120 V)

    Contains:  Handpiece, 8 mm Turbo Extended Light Guide, 

  Lithium Ion Battery Pack, Battery Charger, Power Supply,  

  Protective Light Shield. 

921918-1   Demi Plus Battery Pack 

921919-1   Demi Plus Battery Charger

921920-1   Demi Plus Handpiece Replacement

952269  Demi and Demi Plus Power Supply

910726   L.E.D. Radiometer

Ordering Information


